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Correction to BBN  Report No. 1822 

In the process of generating RFC # 271  we have discovered a 

set of errors in BBN Report No. 1822 (NIC 7958).  The attached 

page is a corrected version of page 25; in addition the first two 

lines should be deleted from page 26.  The paragraph at the top 

of page 25 is changed to show that  the Host is not marked dead 

under the stated conditions, and to show that the timeout period 

is 30 (rather than 40) seconds.  In the footnote, the two changes 

are underlined; these changes also show the timeout period as 30 

seconds.  A more formal update to Report 1822 will be distributed 

eventually. 

Please note that these changes reflect errors in previous ver

sions of Report 1822,  not changes to the IMP system.  The timeout 

period has  always been 30  seconds and the Host was never marked 

dead under these conditions. 
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If the hardware interface from the IMP to the Host should 

fail in such a way as to cause any part of a message to remain 

on the output queue to the Host for a period of about 40 seconds, 

the Host is assumed to  be broken.  In this special case, the IMP 

will reset its interface and reclaim all the buffers on the out

put queue to the Host.*  The IMP ready line will be dropped for 

approximately 1/4 second to notify the Host that the IMP was 

reset, that messages may have been discarded and that the message 

currently in transmission is to be discarded by the Host.  The 

next incoming message from the Host will be discarded by  the IMP 

and should therefore be a NOP. 

*For example, the handshake procedure used by the hardware can 
theoretically fall out of sequence and halt; or some component 
in the interface may simply break.  The same effect can also be 
produced by a Host that violates the specification to be respon
sive and allows any part of a reassembled message to remain in 
the IMP for a period of 30. seconds. 

Whenever a message has remained in reassembly for 15 seconds 
without being reassembled, the destination IMP insures that the 
entire message is discarded and returns an Incomplete Transmis
sion message (see Section 3.4) to the source Host.  This event 
is unrelated to the 30second timeout of messages on the output 
queue to the Host and, in particular, the IMP discards no other 
message and does not cause its ready line to drop. 
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The IMP ready line will also be turned off while the IMP 

attempts to reload a copy of the IMP program from the net and 

will remain off for approximately 1/4 second after the program 

is restarted.  It takes approximately three seconds to reload 

the program over a 50kilobit line.  A successful reload is 

generally achieved within two or three attempts, or on the first 

attempt when the line happens to be error free. 

An IMP Going Down control message will be sent to the Host 

when its IMP is about to be taken down for maintenance; in this 

case, the ready line will go off shortly thereafter (approximately 

20 seconds later). 

3.3  HosttoIMP Leader Format 

FIG.31  HOSTTOIMP LEADER  FORMAT 

Bit 1  Unassigned. 

Bit 2  For IMP— 

The For IMP bit, which is designated for debugging, 

changing IMP parameters, IMP Teletype output, and 
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A P P END I X   A  

I M P   A ND   HOS T   S I T E   I D E N T I F I C A T I ON  
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Bits 916 of the leader of most HosttoIMP or IMPtoHost mes

sages define a network address related to the message (these 

bits are not meaningful for message types 1, 2, and 4).  In a 

HosttoIMP message the network address identifies a particular 

Host to which the message should be delivered.  In an IMPto

Host message the network address identifies the Host from which 

the message originated. 

A  network address consists of six bits (bits 1116 of the leader) 

which specify an IMP number, preceded by two bits (bits 910 of 

the leader) which specify the Host number of a particular Host 

connected to that IMP.  The table below gives the decimal values 

of IMP number, Host number, and network address for each Host 

currently connected to the ARPA  Network or scheduled for con

nection in the near future.  Scheduled installation dates are 

also shown for Hosts not currently connected; these dates, how

ever, are subject to change without notice. 

I M P   S I T E   H O S T   N E TWO RK   S C H E D U L E D  
N UMB E R   N AM E   N UMB E R   H O S T   A D D R E S S   I N S T A L L A T I O N  

1   U C L A   0  

1  
2   S R I   0  

1 
3   U C S B   0  

4   U T A H   0  

5   B B N   0  

1 
2 

HO S T  
N E TWO RK  
A D D R E S S  

S I GMA  7   1  

I BM   3 6 0 / 9 1   6 5  

P D P  1 0   ( N I C  )   2  

P D P  1 0   ( A I )   6 6  

I B M   3 6 0 / 7 5   3  

P D P  1 0   4  

D D P  5 1 6   5 ^ 
P D P  1 0   ( A )   6 9   J  

P D P  1 0   ( B )   1 3 3  

S e e   N o t e   1  

N o t e   1 :   P r i o r   t o   S e p t e m b e r   1 ,   1 9 7 1   t h e   B B N   P D P  1 0   ( A )   w i l l   b e  
H o s t   n u m b e r   0   ( n e t w o r k   a d d r e s s   5 )   a n d   t h e   B B N   D D P  5 1 6   w i l l   b e  
H o s t   n u m b e r   1   ( n e t w o r k   a d d r e s s   6 9 ) .   T h e   a d d r e s s   c h a n g e   i s   t o   b e  
m a d e   d u r i n g   t h e   d a y   o n   9 / 1 / 7 1 .  

A   2   7 / 7 1  



R e p o r t   N o .   1 8 2 2  

I M P   S I T E  
N UMB E R   N AM E  

6   M I T  

7   R A N D  

8   S  D C  

9   H A R V A R D  

1 0   L I N C O L N  

1 1   S T A N F O R D  

1 2   I L L I N O I S  

1 3   C A S E  

1 4   C A R N E G I E  

1 5   P A O L I  

1 6   N A S A / AM E S  

1 7   M I T R E  

1 8   R A D C  

1 9   N B S  

2 0   E T A C  

2 1   T I N K E R  

2 2   M c C L E L L A N  

2 3   U S C  

2 4   GWC  

2 5   N C A R  

3 0   B B N / T I P  

B o l t   B e r a n e k   a n d   N e w m a n   I n c .  

H O S T   N E TWO RK   S C H E D U L E  
N UMB E R   H O S T   A D D R E S S   I N S T A L L A T I O N  

0   H o n e y w e l 1   6 4 5   6  

1   P  D P   1 0   7 0  

0   3 6 0 / 6 5   7  

1   P  D P   1 0   7 1  

0   I B M   3 6 0 / 7 5   8  

0   P  D P   1 0   9  

1   P  D P   1   7 3  

2   P D P  1 1   1 3 7  

0   I B M   3 6 0 / 6 7   1 0  

1   T X 2   7 4  

0   P  D P   1 0   1 1  

0   P D P  1 1   1 2  

0   P D P  1 0   1 3  

0   P  D P   1 0   1 4  

0   B 6 5 0 0   1 5  

0   I B M   3 6 0 / 6 7   1 6   8 / 3 / 7 1  

2   T I P   1 4 4  

2   T I P   1 4 5   8 / 3 1 / 7 1  

0   H   6 3 5 / 6 4 5   1 8   1 0 / 5 / 7 1  

2   T I P   1 4 6  

0   P D P  1 1   1 9   1 1 / 2 / 7 1  

2   T I P   1 4 7  

2   T I P   1 4 8   1 1 / 3 0 / 7 1  

0   4 1 8   I I I   2 1   1 / 4 / 7 1  

0   4 1 8   I I I   2 2   2 / 1 / 7 2  

0   I B M   3 6 0 / 4 4   2 3   2 / 2 9 / 7 2  

2   T I P   1 5 1  

2   T I P   1 5 2   3 / 1 4 / 7 2  

0   C D C   7 6 0 0   2 5   3 / 2 8 / 7 2  

2   T I P   1 5 3  

2   T I P   1 5 8  

A  3   7 / 7 1  


